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| Higher Education




The Hong Kong University
of Science & Technology

Location: Machine Creativity Lab
for Al Immersive Study

Viewing Size: 9105mm (W) x 2362.5mm (H )

Viewing Area: 21.5m?

Type: SMD (Curved)
Pitch: 1.25mm
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Location: Sustainable City Lab o= r:” =27
for Dept. of Building & Real Estates g gt

Viewing Size: Wall 1 - 9000mm (W) x 1687mm (H)
Wall 2 - 3000mm (W) x 1687mm (H)

Viewing Area: 20m?2
Type: COB (Curved)
Pitch: 1.5mm
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Project In Progress

The Hong Kong
Polytechnic University

Location: Sustainable City Lab
for Dept of Building & Real Estates

Viewing Size:  Wall 3 - 3600mm (W) x 2025mm (H)
Wall 4 - 3600mm (W) x 2025mm (H )
Wall 5 - 1680mm (W) x 1920mm (H )

Viewing Area: 18m?

Type: COB and Transparent LED
Pitch: 1.5mm and 8mm

I
e DA

‘\\ Lighting « Control - ProAV

10mm Opening
ELEVATION



Hong Kong
Metropolitan University

Location: L2 JCC
Viewing Size: 4800mm (W) x 2700mm (H )

Viewing Area: 13m?

Type: SMD
Pitch: 1.8mm
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Hong Kong
Metropolitan University

Location: Level -1, Cheng Yu Tung Building
Viewing Size: 9600mm (W) x 1620mm (H )
Viewing Area: 16m?

Type: SMD

Pitch: 1.8mm
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The Hong Kong
Polytechnic University

Location: College of Professional & Continuing Education
(West Kowloon Campus)

Viewing Size: 1350mm (W) x 2400mm (H )

Viewing Area: 3m 2

Type: COB
Pitch: 1.25mm
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The Chinese University | aa= % S8 T

Location: YIA Auditorium

Viewing Size: 15000mm (W) x 2500mm (H )
Viewing Area: 37.5m?

Type: COS

Pitch: 1.5mm
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The Hong Kong
Polytechnic University

Location: Faculty of Construction and Environment
251201 Meeting Room

Viewing Size: 2440mm (W) x 1372mm (H )

Viewing Area:  3.3m?

Type: SMD
Pitch: 1.2 mm
ZBAP
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Hong Kong

Location: Level -1, Cheng Yu Tung Building
Viewing Size: 7680mm (W) x 1620mm (H )
Viewing Area: 12.5m?

Type: SMD
Pitch: 1.8mm
ZBAP
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Hong Kong
Sports Institute

Location: Theatre in the Main Building
Viewing Size: 8540mm (W) x 4803mm (H )

Viewing Area: 41m?

Type: SMD 3inl
Pitch: 1.588mm
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The Hong Kong
Polytechnic Universi

Location: Global Student Hub
Viewing Size: 4000mm (W) x 2500mm (H )

Viewing Area: 10m?

Type: SMD (Rental Type)
Pitch: 2.5mm
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Hong Kong
Metropolitan University

Location: Main Foyer

Viewing Size: 3840mm (W) x 2160mm (H )
Viewing Area:  8.29m?

Type: SMD 3inl

Pitch: 1.86mm

ZBAP



The Chinese University
of Hong Kong

Location: CYT Auditorium
Viewing Size: 6000mm (W) x 4000mm (H ) x 2 sets

Viewing Area: 48m?2

Type: COS
Pitch: 1.5mm
Y
= DA

\\\ Lighting - Control - ProAV



The Hong Kong
Polytechnic University

Location: Faculty of Science I Meeting Room TU511
Viewing Size: 3000mm (W) x 1688mm (H )

Viewing Area: 5m 2

Type: SMD
Pitch: 1.56mm
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Vocational Training
Councill

Location: IVE Morrison Hill I Bright Future Hall
Viewing Size: 8000mm (W) x 3000mm (H )

Viewing Area: 24m ?

Type: SMD (Outdoor)
Pitch: 2.5mm
ZBAP
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The Chinese University
of Hong Kong

Location: Main Library

Viewing Size: di agonal x
Viewing Area: 10.13m?

Type: SMD

Pitch: 1.56mm
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The Chinese University
of Hong Kong

| \Medicine

HONG KONG

Location: Lobby area at the Faculty of Medicine
Viewing Size: 4200mm (W) x 2362mm (H)

Viewing Area:  9.92m?

Type: Mini LED
Pitch: 1.5mm
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The Hong Kong
Polytechnic University

Location: M1603 Senate Room
Viewing Size: 6000mm (W) x 1350mm (H)

Viewing Area:  8.1m?

Type: Mini LED
Pitch: 1.25mm
I
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The Hong Kong
Polytechnic University

Location: M1603 Senate Room Foyer
Viewing Size: 4800mm (W) x 2700mm (H)
Viewing Area: 12.96m?

Type: Mini LED
Pitch: 1.25mm
2 BAP
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The Hong Kong
Polytechnic University

Location: Alumni Atrium
Viewing Size: 3000mm (W) x 1688mm (H)

Viewing Area:  5.06m?

Type: Mini LED
Pitch: 1.25mm
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The Hong Kong
Polytechnic University

Location: Academy for Interdisciplinary Research
AG204

Viewing Size: 9600mm (W) x 1920mm (H)

Viewing Area: 18.43m?2

Type: Curved LED

Pitch: 1.5mm
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The Hong Kong
Polytechnic University

Location: Jockey Club Auditorium
Viewing Size: 11520mm (W) x 4800mm (H )
Viewing Area:  55.30m?

Type: SMD

Pitch: 1.875mm
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The Hong Kong
Polytechnic University

Location: M1803 Council Chamber
Viewing Size: 6000mm (W) x 2363.5mm (H)
Viewing Area: 14.18m?

Type: Mini LED
Pitch: 1.25mm
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The Hong Kong
Polytechnic University

Location: M1803 Council Chamber
Viewing Size: 3600mm (W) x 2025mm (H)

Viewing Area: 7.29m?

Type: Mini LED
Pitch: 1.25mm
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Lingnan University

Location: Fong Sum Wood Library
Viewing Size: 3014mm (W) x 1809mm (H)
Viewing Area:  5.45m?

Type: All-in-one Mini LED
Pitch: 1.56mm
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University of Macau

Location: E34 G/F
Viewing Size: 4960mm (W) x 3040mm (H)
Viewing Area: 15.08m?

Type: SMD
Pitch: 2.5mm
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Location: Covered Hall

Viewing Size: 3000mm (W) x 1688mm (H)
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| Government & Office




Legislative Councll
Secretariat

Location: Lobby at the Legislative Council Complex
Viewing Size: 5760mm (W) x 3240mm (H )

Viewing Area: 19m?

Type: SMD 3inl
Pitch: 1.87mm
ZBAP
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Chinachem
Group Office

Location: Lounge Area
Viewing Size: 3660mm (W) x 2060mm (H )
Viewing Area: 7.54m?

Type: SMD
Pitch: 2.54mm
N/
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Chinachem
Group Office

New Workplace
,W oﬁinmg Ceremony ;8

Location: Town Hall ®

S
Viewing Size:  4270mm (W) x 2400mm (H ) ‘ gg»\

N
Viewing Area: 10.25m?
Type: SMD
Pitch: 2.54mm
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Chinachem
Group Office

Location: Boardroom
Viewing Size: 3050mm (W) x 1720mm (H )
Viewing Area:  5.25m?

Type: SMD
Pitch: 1.906mm
ZBAP
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Duty Free Store

Location: Four Seasons, Macau

Type: SMD

Pitch: 1.5mm/ 1.8mm/2mm /2.5mm

Quantity: 13 units

Each Viewing Size: From 1.5m?to 25m? L mm@

Total Viewing Area: 111m 2
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Duty Free Store

Location: Four Seasons, Macau
Type: SMD

Pitch: 1.5mm

Quantity: 7 units

Each Viewing Size: From 1m?2to 12m?
Total Viewing Area: 25m 2
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